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OVERVIEW

Unboxing & Components:
Understand what's included and the key features of your transformer.

Installation Steps:
A step-by-step guide for securely mounting and wiring your transformer.

Timer & Photocell Operation:

Learn how to operate your transformer using the built-in mechanicdl timer
and photocell sensor.

Troubleshooting & Safety:

Solutions for common issues and maintenance tips to keep your
transformer working perfectly.

Timer & Photocell Troubleshooting
Operation & Safety
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® UNBOXING &
COMPONENTS -

Inside the Box:

100W Transformer: The main unit for controlling your outdoor lighting.
6' Power Cord (pre-attached): To connect your transformer to a standard 120V

-
et '

power source. \ ¥

e Mounting Hardware: Screws and brackets for secure installation. ' \ B

e User Manual: A printed guide for setup and troubleshooting. o

=
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Key Features: | o ( 5 u

e 100W output at 12V AC | |

e Integrated mechanical timer and photocell | O = <

e Durable, weather-resistant plastic housing "SUITABLE FOR INDOOR

e Plug-and-play setup with 6-ft power cord | 3,53#1@%%%5”%

e Compact size ideal for residential applications
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® INSTALLATION
STEPS

Step 1: Choose a Mounting Location

Continue To Next Page
for steps 2 and 3
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Wall-Mount Installation

Side View Front Vlew

Choose a dry, ventilated area to prevent
moisture and overheating.

Position near a 120V power source for easy
electricity access.

Maintain at least 18 inches of clearance for
airflow.

Wall-mounting is ideal for close installations,
minimizing wiring and ensuring efficiency.
For distant installations, use post mounting
with conduit protection for wiring safety.
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Post-Mount Installation

® INSTALLATION
STE PS Side View Front View

Step 2: Secure the Transformer

e Use the included mounting hardware to
attach the unit to a secure surface.

e Ensure the transformer is installed vertically
to prevent water buildup.

TRU-SCAPES

Step 3: Connect Your Lighting
System

e Attach low-voltage cables to the designated
output terminals.

e Double-check all screw and clamp
connections to ensure a solid connection.
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® TIMER & PHOTOCELL
OPERATION

Photocell Activation: [ A FMOFTANT FIN DE REDUIRE LE RISQUS
i1 UDINCENDIE APPUYER SUR LE DISJONCTEU®
e Automatically turns lights ON at dusk (B POUR REMETTER EN MARCHE |

e Automatically turns lights OFF at dawn Bl | ARl COVERMUSTBE CLOSED/COUVERCLE DOIT ETRE [

Timer Dial Instructions:

o Off/On: Set to "ON" for manual control or
"OFF" to disable timer

e Auto: Lights turn on at dusk and off at
dawn using the built-in light sensor.

e Ensure the photocell faces ambient '
outdoor light (avoid covering it) {

e 4H/BH/8H: Use the dial to set the desired |
number of hours the lights remain ON \
after dusk (e.g., 4H = 4 hours) "

Photocell
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® TROUBLESHOOTING
& SAFETY

Important Safety Information Troubleshooting Tips
e Do not install within 10 feet (3m) of a pool, spa, or e If lights don't turn on, check that the dial isn't set to OFF
fountain. e Verify all wire connections are tight and secure

e For use with 12V low-voltage outdoor landscape
lighting only. Not for use with submersible lights or
pool/spa equipment.

e The power supply unit is not serviceable. However,
the Timer/App module is removable for servicing or
replacement if needed.

Ensure the total connected wattage does not exceed 100W
Confirm the outlet is live and protected by a GFCI
Make sure bright lights aren’t interfering with the photocell

Regulatory Compliance Limited Warranty Need Help?

e This device complies with FCC Part 15 e This product is covered by a one- e For FAQs and the latest user
regulations. It must not cause harmful yedr warranty against defects in guides, visit tru-scapes.com/faq,.
interference and must accept any workmanship and materials. For For customer support, email
interference received, including that warranty details and claims, visit contacts@tru-scapes.com.

which may cause undesired operation. tru-scapes.com/warranty.
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